
Optical & Ethernet Transmission

High Density, Reliability, Scalability 

EVPN+VXLAN, M-LAG, IPv4/IPv6

Dual Protocol Stack Switching

Hot Swappable Fans & 1+1 Redundant Dual Power Supply

Backplane up to 25.6Tbps

400G/100G/40G/25G/10G for Flexible Deployment in Multiple Scenarios

Each 100G Port can be Configured 40G as well as 4x25G or 4x10G via Breakout Cables

Turnkey Solution for Data Center and Cloud Networks 

Switch Data Center

Networks

Utilizing Diverse Platforms and Operating
Systems for Tailored Solutions.

Product Highlights



Broadcom Series Marvell Series

LA-SWM3-DC100G32X10G02B

32x100G QSFP28 2x10G SFP+

6.4T
LA-SWM3-DC400G32X10G02M

32x400G QSFP-DD2x10G SFP+

25.6T

LA-SWM3-DC100G08X25G48B

48x25G SFP28 8x100G QSFP28/40G QSFP+

4T
LA-SWM3-DC100G08X25G48M

48x25G SFP28 8x100G QSFP28/40G QSFP+

4T

LA-SWM3-DC100G06X10G48M

48x10G SFP+ 6x100G QSFP28/40G QSFP+

2.16T

LA-SWM3-DC100G08X10G48B

48x10G SFP+ 8x100G QSFP28/40G QSFP+

2.56T

LA-SWM3-DC40G06X10G48B

48x10G SFP+ 6x40G QSFP+

2.56T

Console USB 2.0Outband MGMT

1+1 Redundant Dual Power Supply 

Hot-swappable 4 Cooling Fans

Back View

Back View

Hot-swappable

5 Cooling Fans

Console
USB 2.0

Outband MGMT

1+1 Redundant Dual Power Supply 

IT InfrastructureIT Infrastructure

IT InfrastructureCloud Computing

IT InfrastructureVirtualization

IT InfrastructureCentral-Management
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